IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 4 - Filer - US30 - 2.0 Mi. W. C/L
Thursday 1 July Thru Saturday 31 July 2004
Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 1 0.02 25 11 0.24 26 12 0.13 26
30-35 2 0.05 34 8 0.17 33 10 0.11 33
35-40 15 0.34 39 4 0.09 38 19 0.21 38
40 — 45 47 1.06 43 23 0.50 43 70 0.78 43
45-50 131 2.96 48 97 211 49 228 252 49
50-55 480 10.83 54 444 9.65 54 924 10.23 54
55 -60 1651 37.25 58 1628 35.40 58 3279 36.31 58
60 — 65 1776 40.07 62 1879 40.86 62 3655 40.47 62
65-70 297 6.70 67 440 9.57 67 737 8.16 67
70-75 31 0.70 72 57 1.24 72 88 0.97 72
75-80 1 0.02 76 7 0.15 77 8 0.09 77
80 -85 1 0.02 81 1 0.01 81
85— 140
Total Commercial by Lane 4432 49.08 60 4599 50.92 60 9031 100.00 60
Total Commercial by Direction 4432 49.08 60 4599 50.92 60
50" Percentile Speed 60
85" Percentile Speed 64




